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SERVICE INFORMATION
GENERAL

L] - » -

Work in a well ventilated area. Smoking or allowing flames or sparks in the work area or where gasoline is stored can

cause a fire or explosion.

This section covers remaval and installation of the body panels and exhaust system.

Serious burns may result if the exhaust system is not allowed 10 ¢ool before components are removed or serviced.

Always replage the exhaust pipe gaskets after removing the exhaust pipe from the engine.
When instaliing the exhaust system, leosely install all of the exhaust pipe fasteners. Always tighten the exhaust clamps
first, then tighten the mounting fasteners. If you tighten the mounting fasteners first, the exhaust pipe may not seat

properly.

Always inspect the exhaust system for leaks after installation.

TORQUE VALUES

Seat cowl special screw (after '03)
Upper cowl-to-lower cowl screw
Inner haif cowl-1o-lower cow! screw
Windscreen setting screw

Seat rail upper mounting bolt/nut
Seat rail lower mounting bolt/nut
Exhaust pipe joint flange nut
Muffler band flange boht

Passenger footpeg flange bolt

TROUBLESHOOTING

Excessive exhaust noise

Broken exhaust system
Exhaust gas leak

Poor performance

Deformed exhaust system
Exhaust gas leak
Clogged muffler

2 N+ {0.15 kgfem, 1.1 |bf+ft)
2 N+m {0.15 kgf-m, 1.1 |bf-ft)
2 N<m (0.15 kgf-m, 1.1 Ibf-ft)
1 N+m {0.05 kgf>m, 0.4 |bf-ft)
4% Nem (5.0 kgfom, 36 tbfsft)
48 N*m (5.0 kgfm, 36 Ibfft)
12 Nemi {1.2 kgfem, @ Ibf+ft)

23 Nemn (2.3 kgfem, 17 Ibfeft)
26 N+m {2.7 kgfem, 20 Ibf+ft)
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FRAME/BODY PANELS/EXHAUST SYSTEM

SEAT (‘01 - “03)
REMOVAL

Remove the twe seat mounting bolts behind the seat.

Side the seat back and then remove it.
Remove the mounting collars.

zﬂ//%’/%‘%;//

LR

INSTALLATION

Be carefyi nat to Install the mounting collars into the seat brackets as
drop the mount-  ghown,

mg colisrs. Align the seat hook with the fuel tank rear bracket and
install the seat.

Install and tighten the seat mounting bolts securely,

s I R COLLARS

SEAT (After '03)
REMOVAL

Unhook the seat with the ignition key.

Pull the seat back and remove it.

INSTALLATION

Install the seat, inserting the prong into the retainer
on the fuel tank rear bracket and the hooks into the
catchas an tha frame.

Push the sest forward, then down to lock it.

BRACKET HOOKS
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PILLION SEAT/REAR COWL (01 - ‘03)
REMOVAL

Remove the seat {page 2-2),

Unhook tha pillion seat lock using the ignition key.
Pull up the rear end of the pillion seat and then
remove the seat.

Remove the rear cowl setting bolts and washers.

Remove the two & mm screws and four trim clips.

Carefully pull both sides of the rear cowl, then remove
it from the seat rail.

IGNITION KEY

WASHERS

TRIM CLIPS

SCREWS TRIM CLIPS

AEAR COWL
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INSTALLATION
PILLION SEAT

SEAT

REAR COWL

Make sure the  Installation is in the reverse order of removal.
mating surfaces TRIM CLIPS

of the cow! bot-
tom are seated
onto the resr
fender properfy
before tightening
the fasteners.

Instalt the trim clips and screws.

SCREWS TRIM CLIPS

Install and tighten the setting bolt securely. SETTING BOLTS

VWASHERS
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REAR COWL {(After ‘03) BOLT CAFS\ GRAB RAIL
REMOVAL

Remove the seat (page 2-2). SOCKET

Remaove the four bott caps and socket boits.
Remove the grab rail.

Remove the two special 6 mm screws, two b mm SPECIAL SCREWS SCREWS
screws and twoe trim clips.

TRIM CLIPS

Disconnect the rear brake/tail light connectors.

Carefully pull aut the both sides of the rear cowl, then
remove it from the seat rail.

%" e/ REAR COWL
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INSTALLATION
GRAB RAIL

2 Nem {0.15 kgf-m, 1.1 [bf-ft}

Installation is in the reverse order of removal, SPECIAL SCREWS SCREWS

Make sure that  Tighten the rear cowl screws to the specified torque.

the mating sur-
faces of the cow!  TORQUE: 2 Nom {0.15 kgf-m, 1.1 Ibf-ft}

bottom are seatad
anto the rear
fander proparly
before tightening
the fasteners.

LOWER COWL
REMOVAL

Remove the two trim clips from the bottom of the
lower cowl.

TRIM CLIPS
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Remove tha two trim clips and four screws from the TRIM CLIPS
inner half cowl.

Remove the six lower cowl mounting screws.

LOWER COWL SCREWS

Release the lower cowl boss from the air intake duct BOSS{'GROMMET
cover grommet, then remove the lower cowl.

LOWER COWL

Remove the two trim clips and inner haif cowl.

INNER HALF COWL
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INSTALLATION

RIGHT LOWER COWL

2 Nem {0.15 kgf:m, 1.1 Ibf+f}

™ 2 N*m (0.15 kgf-m, 1.1 Ibf-ft}

INNER HALF COWL LEFT LOWER COWL

Install the inner half cowl into the upper cowl and
secure it with two trim clips.

Set the lower cowl onto the frame and install the
lower cowl boss into the air duct cover grommet.

LOWER COWL
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Install the 4-mm  Install the six screws. - SCREWS
serew into the \
corect location s Tighten the upper cowl-to-lower cowl screws to the
shown in the  gngcified torgue.
Hustration.

TORQUE: 2 N+m (0.15 kof-m, 1.1 Ibf«ft)

LOWER COWL SCREW {4 mmi

and four scraws.
Tighten the screws to the specified torque.

TORQUE: 2 N-m (0.15 kgf-m, 1.7 Jbf-ft)

Install the twa trim ¢lips into the bottom of the lower
cowl.

UPPER COWL
REMOVAL

Remave the lower cawl and inner half cowl (page 2-6).

Remaove the air duct cover mounting two screws.,

SCREWS AR DUCT COVER
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FRAME/BODY PANELS/EXHAUST SYSTEM

Be carefui not to Carefully release the air intake duct cover bass and
demage the 1abs.  hook from the fuel tank.

Ramove the air duct cover while reteasing the hook
from the upper cowl groove.

Remove the socket bolts, plastic and rubber washers,
then remove the windscreen.

Remove the rearview mirror mounting socket bolts
and rearview mirror.

Be carefui not to - Disconnect the front sub-harness connector.
scratch the upper

cow! and front

Release the upper cowl off the rearview mirror bolt
fender.

hole studs and remove the upper cowl assembly.

WINDSCREEN SOCKET BOLTS

o

RUBBER WASHER  PLASTIC WASHER

SOCKET BOLTS REARVIEW MIRROR

SUB-HARNESS

UPPER COWL CONNECTOR
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Unhock the resonator chamber stays from the res-
onators.

Remova the air duct from the air cleaner intake duct.

Remaove the trim clip and resonator from the air duct.

AIR DUCT

Remove the frant air duct covers from the upper cowl.

SCREWS

Disconnect the turn signal/running light connectors. TURN SIGNAL UNIT ’

Remowve the nut and setting plate, then remove the
front turn signal unit,

Refer 10 section 19 for front sub-harness, headlight/
turn signal relay and headlight unit removaif
installation.

Refer to section 5 for engine stop sensor and relay
remaovalfinstallation.
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INSTALLATION

WINDSCREEN

REARVIEW MIRROR

1 N-m [0.05 kgf'm, & %
0.4 Ibf-ft)

AIR DUCT
UPPER COWL

FRONT AIR BUCT COVER

Route the turn signal wire into the upper cowl, inner ‘ TURN SIGNAL UNIT
middle cowl and setting plats.
Install and tighten the nut securely.

Connect the turn sighalfrunning light connectors.

SETTING PLATE NUT |

Instal! the front air duct covers into the upper cowl FRONT AIR DUCT COVER
and tighten the screw securely.

SCREWS
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Install the resonator onto the air duct and secure it
with a trim clip.

Install the air duct into the air cleaner intake duct.

Hook the resonator chamber stays to the chambers,

Install the upper cawl onto the upper cowl stay whila
aligning the headlight unit bosses with the upper cowl
stay grommats.

Be sure ta align the air duct covers with the air ducts.

Set the upper cowl onto the rearview mirror bolt hole
studs.

Route the harmess  Connect the front sub-harness connector.
and wires proper-
ly fpage 1-23).

RESONATOR CHAMBER

TRIM CLIP

AIR DUCT

AIR DUCT

BOSSES

SUB-HARNESS CONNECTOR
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install tha longer
socket bolts into
the fower ands of
the windscreen,

Be careful not to
damage the tabs.

install the rearview mirror and tighten the socket balts
securely.

install the windscreen, then install the rubber and
pltastic washers and socket bolts.

First tighten the lower four socket bolts, then tighten
the upper two socket bolts to the specified torgue.

TORQUE: 1 Nem {0.05 kgfem, 0.4 Ibf-ft)

Install the air duct cover aligning the duct boss with
the groove in the upper cow!

Be sure to align the pin and tab with the fuel tank
grommet and groove.

Instalt and tighten the screws securely.

SOCKET BOLTS

REARVIEW MIRROR

WINDSCAREEN

LONG BOLTS

SOCKET BOLTS

AR DUCT COVER

ﬁf"-'bfrfl (
(o A

GROOVES

SCREWS

AIR DUCT COVER
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FRONT FENDER FRONT FENDER CLAMP BOLT
REMOVAL

Remove the front fender mounting special screws,
brake hose clamp bolts and reflectars.

Remove the front fender forward.

INSTALLATION

Install the front fender in the reverse order of
removal.

REAR FENDER (‘01 - ‘03)
REMOVAL

Remaove the following:
- Rear cowl (page 2-3)
- ECM {page 5-8b)

- Battery {page 16-5}

Release the bosses fram the rear fender, then remove
the battery tray cover.

Unhook tha retaining tab and remaove the PGM-Fl fuse
case and fuse box.

Remave the starter relay switch from the rear fender
boss.
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Disconnect the following connectors:
- Rear turn signal connectors

- License light cennector

- Tail/brake light connectors

Unhook the seat leck cable from the cable stay.

Remove the fuel cut-off relay and engine stop relay

from the rear fender bosses.

Release the rear sub-harness from the rear fender

wire guides.

Remove the two rear fender mounting bolts and

callars.

Unhook the rear fender from the seat rail brace, then

remowve the rear fender while moving it back.

TAIL/BRAKE LIGHT CONNECTORS

LICENSE LIGHT CCNNECTCR
TURN SIGNAL CONNECTORS

FUEL CUT-OFF RELAY ENGINE STOP RELAY

SEAT RAIL BRACE

REAR FENDER

2-16



FRAME/BODY PANELS/EXHAUST SYSTEM

{INSTALLATION
ENGINE STOP RELAY

FUEL CUT-OFF RELAY

BATTERY

Eon o
o

PGM-F FUSE HOLDER

STARTER RELAY SWITCH
ECM
BATTERY TRAY COVER

Whife instaling  Install the rear fender while aligning its lower groove
the rear fender,  with the seat rail brace,
route the wirg
harness properly
{page 1-23).

REAR FENDER SEAT RAIL BRACE |

Install the rear fender mounting collars and holts, and
tighten the balts securely.

BOLTS/COLLARS
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Route the rear sub-harness properly and install it into
the rear fender wire guides.

Install the fuel cut-off relay and turn signal relay onto
the rear fender bosses,

Connect the following connectors:
- Rear turn signal connectors

- License light connector

- Tail/brake light connectors

Connect the seat lock cable to the cable stay.

Install the removed parts in the reverse order of
removal.

REAR FENDER (After ‘03)

REMOVAL

Remove the following:
— Rear cowl (page 2-5)
- Battery {page 16-5)

Release the bosses from the rear fender, then remove
the battery tray cover.

Rermove the shock absorber reservair from the seat
rail (page 14-9).

Unhook the retaining tab and remove the PGM-Fl fuse
case and fuse box.

Remove the starter relay switch from the rear fender
boss.

FUEL CUT-OFF RELAY ENGINE STOP RELAY

SUB-HARNESS

TAIL/BRAKE LIGHT CONNECTCRS

TURN SIGNAL CONNECTORS

BATTERYTRAYCOVER _
R &

¢

3 \\
itk o Y
) \
N\ %

o\ A

T

f3aS
e
=
N

PGM-FI FUSE CASE FUSE BOX

STARTER RELAY SWITCH
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FRAME/BODY PANELS/EXHAUST SYSTEM

Disconnect the rear turn signal connectors. {“FL‘JHN_SIG-MNNECTOHS
' g SEAT LOCK CABLE

Unhook the seat lock cable from the cable stay. 5 ’;

Remove the fuel cut relay and engine stop relay from FJEL CUT RELAY

the rear fender bosses.
Release the rear sub-harness from the rear fender

wire guides.

Remove the two rear fender mounting bolts, nuts and
collars.,

Unhook the rear fender from the seat rail brace, then
remove the rear fender backward.

REAR FENDER Pl SEAT RAIL BRACE ]

h
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INSTALLATION

ENGINE STOP RELAY
FUEL CUT RELAY

G 3
Y Vo 8
| U 3 g MAIN FUSE HOLDER
owl W,
BATTERY TRAY COVER
STARTER RELAY SWITCH

While instaling  Install the rear fender aligning its lower groove with
the seat rail brace.

Install the rear fender mounting collars, bolts and
nuts, tighten the nuts securely.

2-20
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Route the rear Sup-harr?ess properly and install it into FJEL cuT RELAY ENGINE STOP RELAY
the rear fender wire guides. -

Install the fuel cut relay and engine stop relay onto the
rear fender bosses.

SUB-HARNESS

Connect the rear turn signal connectors and clamp it. {lMNNFCTDRS

Connect the seat lock cable to the cable stay. ~ M SEAT LOCK CABLE

Install the removed parts in the reverse order of
removal.

Install the starter relay switch to the rear fender boss. PGM-FI FUGE CASE FUSE BOX

Install the PGM-F| fuse case and fuse box. |

Install the shock absorber reservoir to the seat rail
(page 14-9).

STARTER RELAY SWITCH

Install the battery tray cover bosses to the rear fender BATTERY TRAY COVER

holes.
Install the following: '€ ‘._.
~ Battery (page 16-5) - N
- Rear cowl (page 2-5) o)
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SEAT RAIL {‘01 - ‘03)
REMOVAL

Remove the rear fender {page 2-15}.

Loosen the rear shock absorber reservoir tank band
and remaove the reservoir tank from the seat rail.

Remove the brake light switch wire band.

Remove the bolt/nut and rear brake reservoir tank
from the seat rail.

Remove the regulator/rectifier {page 16-9).

Remove the muffier mounting boly/nut.
Remove the belts and right pillian footpeg bracket.

Remove the bolts and left pillion footpeg bracket.

BAND RESERVOIR TANK

- RESERVOIR TANK

P

A

e e ()

AL f

e
<R

JI‘/

T

13
g gl
<= !

==

) W& ‘
/' &
N

BAND BOLT/NUT

BOLT/NUT

)

PILLION FOQTPEG BRACKET

PILLION FOOTPEG BRACKET
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Remove the main wire harness band, COLLAH!WASHER BOLTS/FLANGE NUTS

Remaove the seat rail mounting bolts/nuts, coolant
reservoir tank mounting collar/washer and seat rail.

BOLTS/CAP NUTS WIRE BAND

INSTALLATION
26 Nem {2.7 kgfem, 20 Ibi-ft)

SEAT RAIL

RIGHT PILLION

FOOTPEG BRACKET REGULATOR/RECTIFIER

12 Nem (1.2 kgfemn, 9 [hfsft}
48 Nem (5.0 kgf-m, 36 |bf+ft}

26 N+m {2.7 kgf-m, 20 Ibi-ft)

LEFT PILLION
FOOTPEG BRACKET

49 Nem {5.0 kgf-m, 36 [bi-ft}

COOLANT RESERVOIR TANK % SHOCK ABSORBER RESERVOIR

Install the seat rail onto the frame, COLLAR/WASHER BOLTS/ELANGE NUTS

Install the cap  Set the coalant reservoir tank, callar and washer to
nuts onta the left  the right upper mount, then install the mounting bolts
saat raif moLnt. and nuts.

Hald the mounting bolts and tighten the nuts to the
specified torque.

TORQUE: 4% Nem (5.0 kgf-m, 36 tbf-ft)

Secure the main wire harness with the wire band.

BOLTS/CAP NUTS WIRE BAND
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Ingtall the left pillion footpeg bracket and tighten the
bolts to the specified torque.

TORQUE: 26 Nsm (2.7 kgfsm, 20 Ibfft)

Install the left pillion footpeg bracket and tighten the
balts to the specified torque.

TORQUE: 26 N-m (2.7 kgf-m, 20 Ibf.ft}

Install the muffler mounting bolt, washer and nut, and
tighten the nut securely.

Install the regulator/rectifier (page 16-9).

Route the rear brake reservoir hose properly, install
and tighten the bolt/nut to the specified torque.

TORQUE: 12 N-m (1.2 kgf-m, 9 Ibfft}

Clamp the rear brake light switch wire with the wire
band.

Install the rear shock absorber reservoir with its com-
pression adjuster facing out.
Tighten the band screw securely.

Install the removed parts in the reverse order of
removal,

BOLT/NUT PILLION FOOTPEG BRACKET
RESERVOIR TANK
7 N f }r -
5, S
,"\\"- _‘_____;:;'-:' ] _\>
44""";;)- — I_u'l

7 AN
7 /"r { é" \‘ L 5

BAND ' BOLT/NUT

BAND RESERVOIR TANK
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SEAT RAIL (After ‘03)
REMOVAL

Remove the rear fender (page 2-18).

Remove the ECM from the seat rail.

Remove the main wire harness and rear sub-harness | BOLT/NUT BANDS
bands.

Remove the bolt/nut and rear brake reservoir tank
from the seat rail.

Remove the regulator/rectifier (page 16-9).

Remove the muffler mounting bolt/nut.
Remove the bolts and right pillion footpeg bracket.

Remove the bolts and left pillion footpeg bracket.
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Remove the seat rail mounting bolts/nuts, coolant
reservoir tank mounting collar/washer and seal rail.

COLLAR/WASHER . BOLTS/FLANGE NUTS

A i

S

. BOLTS/CAP NUTS

INSTALLATION
REGULATOR/RECTIFIER SEAT RAIL

26 N+m (2.7 kgf+m, 20 Ibf+ft)

RIGHT PILLION SN\
FOOTPEG BRACKET,  “\X /.

12 Nem (1.2 kgfem, 9 Ibf-ft)

49 N+m (5.0 kgf-m, 36 Ibf-ft)

26 N+*m (2.7 kgf+m, 20 Ibf-ft)
BRAKE RESERVOIR

LEFT PILLION

FOOTPEG BRACKET

49 N+m (5.0 kgfem, 36 [bf-ft)

COOLANT RESERVOIR TANK " ®  gSHOCK ABSORBER RESERVOIR

Install the seat rail to the frame.
Set the coolant reservoir tank, collar and washer to
the right upper mount, then install the mounting bolts

and nuts

Hold the mounting bolts and tighten the nuts to the
specified torque.

TORQUE: 49 N+m (5.0 kgf+m, 36 Ibf«ft)

-
ki

B BOLTS/CAP NUTS |
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Install the left pillion footpeg bracket and tighten the : "BOLTS
. gis >’ . -‘ k- P
bolts to the specified torque. g ho

TORQUE: 26 N-m (2.7 kgf'm, 20 Ibf-ft)

Install the right pillion footpeg bracket and tighten the PILLION FOOTPEG BHKCKET BOLTS
bolts to the specified torque. Lo B
TORQUE: 26 N-m (2.7 kgf-m, 20 Ibf-ft)

Install the muffler mounting bolt, washer and nut,
tighten the nut securely.

Install the regulator/rectifier (page 16-10).

Route the rear brake reservoir hose properly, install
and tighten the bolt/nut to the specified torque.

BOLT/NUT BANDS |

TORQUE: 12 N-m (1.2 kgf-m, 9 Ibf-ft)

Clamp the main wire harness and rear sub-harness
with wire bands.

Install the ECM (page 5-85).

Install the removed parts in the reverse order of
removal.
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MUFFLER/EXHAUST PIPE 4P (GRAY) CONNECTOR

REMOVAL
Remove the lower cowl and inner half cowl (page 2-6). F ";3
o1
Disconnect the O: sensor 4P (Gray) connector.
Remove the O: sensor wire from the frame. [
Loosen the muffler band bolts BOLTS
|
|
)
5.
| - -
|
MUFFLER BAND
A t i J ae — ——— ——— — —
Remove the muffler mounting bolt/nut and washer, MUFFLER BOLT/NUT/WASHER

then remove the muffler.

Remove the gasket.

Remove the radiator lower mounting bolt/nut, then € RADIATOR

move the radiator forward.

BOLT/NUT
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Remove the exhaust pipe joint nuts.

Remove the following:

- Exhaust pipe mounting bolt/nut
- Washer

- Exhaust pipe

- Exhaust pipe gaskets

Remove the collar and mounting rubbers from the
exhaust pipe bracket.

EXHAUST PIPE

INSTALLATION

Except California type:

MUFFLER

7 // 12 Nem (1.2 kgfem, 9 Ibf-ft)

EXHAUST PIPE ASSEMBLY
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California type:

MUFFLER

0: SENSOR
25 N*m (2.6 kgfem, 19 Ibf-ft)

23 N+m (2.3 kgfem, 17 Ibf«ft)

ports of the cylinder head.

Install the mounting rubbers and collar into the

exhaust pipe mounting bracket.

properly.  ing bolt/nut.

ways replace  Install the new exhaust pipe gaskets onto the exhaust

Install the exhaust pipe, temporarily install the
exhaust pipe joint nuts, mounting washer and mount-

EXHAUST PIPE
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Tighten the exhaust pipe joint nuts to the specified J‘DINT NUTS
torque.

TORQUE: 12 N*m (1.2 kgf-m, 9 Ibf-ft)

Tighten the exhaust pipe mounting bolt/nut.

Install the radiator lower mounting bolt/nut and tight-
en the nut,

BOLT/NUT

Install the new gasket onto the exhaust pipe as
shown.

Install the muffler.

W  GASKET
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Tempaorarily install the muffler mounting bolt/nut.
Tighten the band hand bolts to the specified torgue.

TORQUE: 23 N-m {2.3 kgf-m, 17 Ibf-ft)

Tightent the muffler mounting bolt/nut securely.

Catifornis lype  Route the Oz sensor wire into the frame.
onfy:  Connect the Oz sensor 4P (Gray) connactor.

Instail the inner half cowl and lower cowl {page 2-8).

MUFFLER BAND

MUFFLER BOLT/NUTMASHER

4P (GRAY} CONNECTOR
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